
CreationClassName:string
Name:string
StartMode:string
Started:boolean
SystemCreationClassName:string
SystemName:string
StartService():uint32
StopService():uint32

Service

BridgeAddress:string
NumPorts:uint16
BridgeType:uint16 (enum)

SwitchService

TransparentBridgingService

ProtocolSpec:uint16 (enum)
Priority:uint16
DesignatedRoot:string
RootCost:uint16
RootPort:uint16
MaxAge:uint16
HelloTime:uint16
HoldTime:uint16
ForwardDelay:uint16
BridgeMaxAge:uint16
BridgeHelloTime:uint16
BridgeForwardDelay:uint16

SpanningTreeService

CreationClassName:string
Name:string
SystemCreationClassName:string
SystemName:string

ServiceAccessPoint

*

*

ServiceSAPDependency

Dependent

Antecedent

*

*

SAPSAPDependency

0..n

0..1

SwitchesAmong

0..n

*

*

ServiceComponent

0..n

1..n

SwitchServiceTransparentBridging

0..n

1..n

SwitchServiceSpanningTree

1..1

SwitchServiceVLAN

0..n

0..1

RelatedSpanningTree

NetworkService

ForwardingService



Dependency

Antecedent:ManagedElement
Dependent:ManagedElement

Antecedent:ServiceAccessPoint
Dependent:Service

ServiceSAPDependency

SwitchesAmong

Antecedent: ref SwitchPort
Dependent:  ref SwitchService

Antecedent:VLAN
Dependent:VLANService

VLANFor

Antecedent:TransparentBridgingService
Dependent:DynamicForwardingEntry

TransparentBridgingDynamicForwarding

Antecedent:SwitchPort
Dependent:DynamicForwardingEntry

SwitchPortDynamicForwarding

Antecedent:PhysicalConnector
Dependent:NetworkAdapter

AdapterActiveConnection

SwitchServiceVLAN

GroupComponent: ref SwitchService
PartComponent: ref VLANService

Antecedent:PhysicalElement
Dependent:LogicalDevice

Realizes

Antecedent:Service
Dependent:Service
uint16 TypeOfDependency

ServiceServiceDependency
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Antecedent:TransparentBridgingService
Dependent:SpanningTreeService

RelatedSpanningTree

ServiceComponent

GroupComponent: ref Service
PartComponent:  ref Service

SwitchServiceSpanningTree

GroupComponent: ref SwitchService
PartComponent:  ref SpanningTreeService

SwitchServiceTransparentBridging

GroupComponent: ref SwitchService
PartComponent:  ref
TransparentBridgingService

GroupComponent: ref ManagedSystemElement
PartComponent:  ref ManagedSystemElement

Component

ForwardsAmong

Antecedent: ref ProtocolEndpoint
Dependent:  ref ForwardingService



AgingTime:uint32
FID:uint16

VLANService

802dot1QVLANService

ProtocolEndpoint

PortNumber:  uint16

SwitchPort

VLANNumber:uint32

VLAN

MACAddress:string
DynamicStatus:uint8

DynamicForwardingEntry

0..n

BindsTo

0..n 0..n

SwitchPortSpanningTree

0..n

1..1

TransparentBridgingDynamicForwarding

0..n

1..1

SwitchPortDynamicForwarding

0..n

0..n

InboundVLAN

0..n

0..n

OutboundVLAN

0..n

1..n

0..n

VLANFor

0..n

1..1

RelatedTransparentBridgingService

LANEndpoint

Switchable0..1

0..1

NetworkAdapterPhysicalConnector

DeviceSAPImplementation

AdapterActiveConnection* * *

*

Realizes* *



Antecedent:SwitchPort
Dependent:SpanningTreeService
Priority:uint8
State:uint16 (enum)
Enable:uint16 (enum)
PathCost:uint16
DesignatedRoot:string
DesignatedCost:uint16
DesignatedBridge:string
DesignatedPort:uint16

SwitchPortSpanningTree

Antecedent:ServiceAccessPoint
Dependent:ServiceAccessPoint

SAPSAPDependency

Antecedent:ServiceAccessPoint
Dependent:ProtocolEndpoint

BindsTo

Antecedent:VLAN
Dependent:SwitchPort
Tagged:boolean
Default:boolean

InboundVLAN

Antecedent:VLAN
Dependent:SwitchPort
Tagged:boolean

OutboundVLAN

Antecedent:VLAN
Dependent:TransparentBridgingService

RelatedTransparentBridgingService

Switchable

Antecedent: ref LANEndpoint
Dependent: ref SwitchPort

BindsToLANEndpoint

Antecedent: ref LANEndpoint
Dependent: ref
ServiceAccessPoint
FrameType:  uint16 (enum)


